
INDOOR CABINETS

MIDAS
ODF 47U

INDOOR CABINETS

MIDAS



 1

IN
D

O
O

R
 C

A
B
IN

ET
S

 /   M
ID

A
S

47U MIDAS ODF INDOOR CABINET 

Specifications

‣Cold Rolled Steel Structure
‣IP41 Protection level
‣ Durable textured powder coat finish available in white(RAL7035)
or Wrinkle (RAL 7032) 
‣2200(H)X450(D)X900(W)mm
‣47U Usable Capacity without horizontal cable managers
‣Adjustable mounting rails
‣Adjustable Feet for to calibration
‣Special parts for cable strength member and main cable fixing
‣Compliant to RoHS

Available Colors:
Light Grey(RAL7035)
Pepple Grey (RAL7032)
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Product Family
Indoor ODF

47U

  

 

Standarts 

Rack Unit

IP 41

Protection Rating

Optical Distribution Frames are an exceptionally rugged and strong cabinet enabling it to be used for all application. ODF Midas
offers a highly cost-effective and assembly-friendly solutions for numeroues applications in the field of fiber. The ODF Midas is 
highly-configurable to the end-users requirements and provides unique features to benefit system designers, installers and network 
managers. Completely assembled standart cabinet can be delivered as a single enclosure with side panels or as a side by side 
cabinet. The rigidly welded frame construction can be dismantled and assembled easily without any special tools.

PRODUCT OVERVIEW

Scan QR Code
View Brochure

*Brochure contains key features, optional parts, packing details, standart accessories.

*

Features

‣Secure side panels and front doors,with lockers, hinges or screws
‣Standard 19’’ Installations
‣Fully front accessibility
‣Openable, lockable, removable side panels and front doors
‣Standard 19’’& ETSI Installations
‣Supported by Horizontal and Vertical Cable Management 
‣Bend radius protection throughout the frame
‣Side wall or ceiling assembly options
‣Rised floor assembly
‣Wide cable entry range

Midas ODF 47U Indoor Cabinets - With Body,
Front Doors and Side Panels Colour: Light Grey(RAL7035), Pepple Grey
(RAL 7032) (1 pcs. Rod Set for floor assembly, 1pcs. Mounted
Horizontal Cable Manager, 24 pcs. Mounted Plastic Cable Organizer)

109905-CC*
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Exploded View

Dimensions

47U MIDAS ODF INDOOR CABINET 
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Plastic Brush Cable Entry

Right Door

Adjustable Feets

Mounting Rails

Main Chassis

Mounting Bracket

Side Cover

Left Cover

Secure Lock

Side Cover 

Rear Cover
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Plastic Cable Organizer
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Key Features

47U MIDAS ODF INDOOR CABINET 

Mounting Rail can adjust in the depth

Adjustable Mounting Rail

Plastic cable organizer for cable 
managing and routing

Plastic Cable Organizer

Side Wall or Ceiling mounting options available
Mounting Options
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Key Features

47U MIDAS ODF INDOOR CABINET 

6 pcs. of cable fixing sets positioned on
bottom, top and middle on the height sets

(This sets contains cable strength members
and cable fixing parts.)

Cable Fixing Sets

Proper for different cable entry diameter via
plastic brushes

Two point locking system

Wide Cable Entry Range 

Secure Lock
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Key Features

47U MIDAS ODF INDOOR CABINET 

Floor Mounting

Adjustable feets to adjust the balance of the cabinet

Adjustable Feet
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Floor mounting with rod
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Packaging Details

47U MIDAS ODF INDOOR CABINET 
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350x950x2300 mm
Box Weight: ~ 110 kg 

1 Pallet includes;  
3 ODF 47U Midas Indoor Cabinet
  
Pallet Weight: ~350 kg

Pallet Size:
1200 x 1000 x 2444 mm

10001200

2444


